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Environmental and Sustainability Commitment                      
In line with its Environmental and Sustainability Policies and in compliance of its ISO9001 and ISO14001 
Accreditations, Planet Partitioning (‘Planet’) is committed to ensuring environmental best practice at all 
times throughout the course of its business. 
With a dedication to design, manufacture and install innovative partitioning systems in the commercial 
arena, Planet is confident in its ability to match the demands for quality and style of its clients and 
ensure it delivers an end result that will advance the space its systems are installed in, whilst, through 
responsible sourcing of materials, assisting a client’s building to achieve global environmental 
standards. 

Planet warrants to source materials from sustainable means and to provide alternatives where it 
believes sustainability could be better achieved. 

Planet will ensure efficient use of resources; re-use rather than dispose where possible and promote 
the use of recycled materials. To achieve this, materials capable of being recycled, i.e. aluminium 
components, glass, trims and trunking, will be identified and Planet will liaise with its waste transfer 
agents to source avenues for recycling all of those identified materials. 

Compliance Areas:
Planet’s products contribute towards a number of LEED rating systems, established by the United 
States Green Building Council, most appropriately defined by:

• Building Design and Construction
• Interior Design and Construction

Where required, Planet can provide test data or information to demonstrate best practice compliance. 

The purpose of this document is to demonstrate compliance in respect of Planet’s partitioning systems 
and doors across the following LEED compliance credits:

MRc2:   Construction Waste Management
MRc4:  Recycled Content
MRc5:  Regional Materials
MRc7:  Certified Wood
EQc4.1: Low-Emitting Materials – Adhesives and Sealants
EQc8.1: Daylight and Views - Daylight
EQc8.2:  Daylight and views – Views

LEED COMPLIANCE
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Material and Resources

MRc2 - Construction Waste Management:

Intent
To divert construction and demolition debris from disposal in landfills and incineration facilities. 
Redirect recyclable recovered resources back to the manufacturing process and reusable materials to 
appropriate sites. 

Requirements
Recycle and/or salvage non-hazardous construction and demolition debris. Develop and implement a 
construction waste management plan that, at a minimum, identifies the materials to be diverted from 
disposal and whether the materials will be sorted on-site or comingled. Excavated soil and land-clear-
ing debris do not contribute to this credit. Calculations can be done by weight or volume, but must 
be consistent throughout. The minimum percentage debris to be recycled or salvaged for each point 
threshold is as follows:

Recycled or Salvaged   Points
50%     1 
75%     2 

Contribution
Planet’s systems are designed and manufactured to reduce on-site wastage. 

However, any off-cuts of Planet extrusions are manufactured from aluminium and steel and, therefore, 
site waste is fully recyclable. This qualifies for 2 Points. 

LEED COMPLIANCE
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MRc4 - Recycled Content

Intent
To increase demand for building products that incorporate recycled content materials, thereby reducing 
impacts resulting from extraction and processing of virgin materials. 

Requirements
Use materials with *recycled content such that the sum of *post-consumer recycled content plus ½ 
of the *pre-consumer content constitutes at least 10% or 20%, based on cost, of the total value of the 
materials in the project. The minimum percentage materials recycled for each point threshold is as 
follows:

Recycled Content   Points
10%     1
20%     2 

The recycled content value of a material assembly is determined by weight. The recycled fraction of the 
assembly is then multiplied by the cost of assembly to determine the recycled content value.

Contribution
Planet works with all its suppliers to ensure maximum recycled content is achieved. All Planet products 
incorporate recycled content materials, thereby reducing impacts resulting from extraction and 
processing of virgin materials.

Planet operates an ISO14001 programme that actively reduces production waste. Any manufacturing 
waste is minimised and diverted away from landfill waste being recycled into new virgin raw materials. 
Pre-consumer recycling rates vary depending on manufacturing processes completed.

Planet Partitioning Systems – Steel Products:
Planet’s steel, for its Firetec fire-rated system, is sourced from a number of manufacturing facilities 
including BOF (Basic Oxygen Furnace) and EAF (Electric Arc Furnace) providing 25% or 100% recycled 
content subject to scrap availability.

Individual recycled content figures for each of Planet’s fire-rated partition systems have a minimum 
25% recycled content; specific figures are available for individual systems on request.

LEED COMPLIANCE
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Planet Partitioning Systems – Aluminium Products:
Planet’s aluminium is sourced from manufacturers who use a minimum of 75% recycled content. 
Re-smelt aluminium uses approximately 5% of the energy required to manufacture one tonne compared 
to virgin aluminium.

Planet sections qualify for 2 Points.

Planet Partitioning Systems – Glass Products:
Separate tables showing recycled content calculations are done for 5ft and 9ft glass partitions for both 
single and double glazed channels and different amounts of hardware. Their recycled content, however, 
varies only slightly.

As the glass is overwhelmingly dominant by weight in all Planet glass partition installations, the 
recycled content will invariably be approximately 35%, qualifying for 2 Points. 

*Recycled content is defined in accordance with the International Organisation of Standards document, ISO 
14021 — Environmental labels and declarations — Self-declared environmental claims (Type II environmental 
labelling).
* Post-consumer material is defined as waste material generated by households or by commercial, industrial 
and institutional facilities in their role as end-users of the product, which can no longer be used for its intended 
purpose.
*Pre-consumer material is defined as material diverted from the waste stream during the manufacturing process. 
Reutilisation of materials (i.e., rework, regrind or scrap generated in a process and capable of being reclaimed 
within the same process that generated it) is excluded.

LEED COMPLIANCE
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MRc5 - Regional Materials

Intent
To increase demand for building materials and products that are extracted and manufactured within the 
region, thereby supporting the use of indigenous resources and reducing the environmental impacts 
resulting from transportation.

Requirements
Option 1: 
Use a minimum of 20% of the combined value of construction and Division 12 (Furniture) materials and 
products that are manufactured regionally within a radius of 500 miles (800 kilometres).
OR
Use a minimum of 20% of the combined value of construction and Division 12 (Furniture) materials and 
products that are manufactured regionally within a 500 mile (800 kilometre) total travel distance of the 
project site using a weighted average, determined through the following formula:
 (Distance by rail/3) + (Distance by inland waterway/2) + (Distance by sea/15) + (Distance by all   
 other means) < 500 miles (800 kilometres).

Option 2:
Meet the requirements for Option 1.
AND
Use a minimum of 10% of the combined value of construction and Division 12 (Furniture) materials and 
products extracted, harvested or recovered, as well as manufactured, within 500 miles (800 kilometres) 
of the project. 
OR
Use a minimum of 10% of the combined value of construction and Division 12 (Furniture) materials and
products extracted, harvested or recovered, as well as manufactured regionally within a 500 mile (800 
kilometre) total travel distance of the project site using a weighted average determined through the 
following formula:
 (Distance by rail/3) + (Distance by inland waterway/2) + (Distance by sea/15) + (Distance by all   
 other means) < 500 miles (800 kilometres).

Contribution
Option 1:
Planet extrusions are manufactured within the UK in the West Midlands.
All glass used in Planet’s systems is sourced locally within 500 miles of each installation in the UK.

Option 2:
Due to the nature of installation, glass, which constitutes the majority of the weight and area of all 
Planet’s partitions, is sourced locally in the UK. 

A LEED Assessment is required for each area of installation if they are installed outside of the UK.

LEED COMPLIANCE
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MRc7 - Certified Wood

Intent
To encourage environmentally responsible forest management.

Requirements
When using new wood-based products and materials, use a minimum of 50% that are certified in 
accordance with the Forest Stewardship Council’s principles and criteria. Division 12 (Furniture) 
material value is included in the determination of the certified wood content. 

MRc7: Contribution

Planet’s systems and doors meet the requirements for FSC Chain of Custody Standard FSC-
STD-40-004(2004) within the BM TRADA Certification Limited Scheme TRADA-Trak Chain of custody 
certification. FSC products need to be specified at time of ordering to ensure full custody certification 
can be provided. 

LEED COMPLIANCE
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Indoor Environmental Quality:

EQc4.1: Low-emitting materials – adhesives and sealants:

Intent
To reduce the quantity of indoor air contaminants that are odorous, irritating and/or harmful to the 
comfort and well-being of installers and occupants.

Requirements
All adhesives and sealants used on the interior of the building (i.e. inside of the weatherproofing system 
and applied on-site) must comply with the following requirements as applicable to the project scope:
Adhesives, sealants and sealant primers must comply with South Coast Air Quality Management 
District (SCAQMD) Rule #1168. Volatile organic compound (VOC) limits listed in the table attached 
correspond to an effective date of 1 July 2005 and rule amendment date of 7 January 2005. 
Aerosol adhesives must comply with Green Seal Standard for Commercial Adhesives GS-36 
requirements in effect on 19 October 2000. See table attached. 

EQc4.2: Low-emitting materials – paints and coatings:

Intent
To reduce the quantity of indoor air contaminants that are odorous, irritating and/or harmful to the 
comfort and well-being of installers and occupants.

Requirements
Paints and coatings used on the interior of the building (i.e. inside of the weatherproofing system and 
applied on site) must comply with the following criteria, as applicable, to the project scope1:
Architectural paints and coatings applied to interior walls and ceilings must not exceed the volatile 
organic compound (VOC) content limits established in Green Seal Standard GS-11.

EQc4.1:  Contribution

Planet’s systems, in stock component form, do not include any adhesives or sealants.
Any adhesive or sealant used when Planet carry out installation of its partition systems, comply with the 
VOC limits listed in the table attached to this document. 
If installation is carried out by a third party, Planet recommend compliance with the VOC limits listed. 

EQc4.2:  Contribution

Planet’s systems are finished with an electrostatically applied powder coat finish. Unlike liquid based 
paints, this process is well documented to show that it produced zero or near zero VOCs during 
manufacture or use. 

LEED COMPLIANCE
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EQc8.1: Daylight and views – daylight:
   
Intent
To provide occupants with a connection between indoor spaces and the outdoors through the 
introduction of daylight and views into the regularly occupied areas of the tenant space.

Requirements
Through 1 of the 4 options, achieve daylighting in at least 75% (1 Point) or 90% (2 Points) of regularly 
occupied spaces. 

EQc8.2: Daylight and views – views:

Intent
To provide building occupants with a connection to the outdoors through the introduction of daylight and 
views into the regularly occupied areas of the building. 

Requirements
Achieve a direct line of sight to the outdoor environment via vision glazing between 30 inches and 90 
inches above the finish floor for building occupants in 90% of all regularly occupied areas. Determine 
the area with a direct line of sight by totalling the regularly occupied square footage that meets the 
following criteria:

• In plan view, the area is within sight lines drawn from perimeter vision glazing.

• In section view, a direct sight line can be drawn from a point 42 inches above the floor (typical   
 seated eye height) to perimeter vision glazing.

The line of sight may be drawn through interior glazing. For private offices, the entire square footage of 
the office may be counted if 75% or more of the area has a direct line of sight to perimeter vision 
glazing. If less than 75% of the area has a direct line of sight, only the area with the direct line of sight 
count toward meeting the credit requirement. For multi-occupant spaces, the actual square footage 
with a direct line of sight to perimeter vision glazing is counted. 

LEED COMPLIANCE
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EQc8.1:  Contribution

Planet’s glass partition systems will improve daylight introduction into occupied areas of the tenant 
space. With the correct design of windows and office layout, implementing Planet’s glass partition 
systems should increase the amount of space receiving the requisite levels of natural daylight.
The layout and use of glass will determine the percentage of daylight achieved.  

EQc8.2:  Contribution

Planet’s glass partition systems allow 99% direct line of sight to the outdoor environment and qualify 
the space they are used in for 2 Points.
Depending on the extent of cellular offices in a building layout and glass partition layout, Planet’s glass 
partition products will allow direct line of sight to the outdoor environment by using minimal framing 
elements. Sample calculations can be provided on request. 
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Architectural Applications VOC Limit
(g/L less 
water)

Specialty Applications VOC Limit
(g/L less 
water)

Indoor carpet adhesives   50  PVC welding     510

Carpet pad adhesives   50  CPVC welding     490

Wood flooring adhesives  100  ABS welding     325

Rubber floor adhesives   60  Plastic cement welding    250

Subfloor adhesives   50  Adhesive primer for plastic   550

Ceramic tile adhesives   65  Contact adhesive    80

VCT and asphalt adhesives  50  Special purpose contact adhesive  250

Drywall and panel adhesives  50  Structural wood member adhesive  140

Cove base adhesives   50  Sheet applied rubber lining operations  850

Multipurpose construction adhesive 70  Top and trim adhesive    250

Structural glazing adhesives  100

Architectural Applications VOC Limit
(g/L less 
water)

Specialty Applications VOC Limit
(g/L less 
water)

Metal to metal    30  Architectural     250

Plastic foams    50  Roadway     250

Porous material (except wood)  50  Other      420

Wood     30  

Fiberglass    80

Architectural Applications VOC Limit (g/L less water)

Architectural, nonporous  250  

Architectural, porous   775  

Other     750  

This table excludes adhesives and sealants integral to the water-proofing system or that are not building related.

ADHESIVE AND SEALANT VOC LIMITS
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Aerosol Adhesives VOC weight (g/L minus water)

General purpose mist spray    65% VOCs by weight  

General purpose web spray    55% VOCs by weight  

Special purpose aerosol adhesives (all types)  70% VOCs by weight

GREEN SEAL STANDARD FOR COMMERCIAL ADHESIVES GS-36


